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NOTE:  To log the user out of the system, press the MENU button on the front panel or move the mouse pointer 
to the top of the screen and then select  (Logout) in the Live Monitoring menu.  The Logout screen displays 
asking you to confirm whether or not you want to log out the current user. 
 

 

 
Figure 6 ─ Logout screen. 
 
 

Setup Screen 
 

 
 

Figure 7 ─ Setup screen. 
 
Press the MENU button on the front panel or move the mouse pointer to the top of the screen and then select  (Setup) 
in the Live Monitoring menu to enter the setup screen. 
 
While setting up the DVR, there will be many opportunities to enter names and titles.  When making these entries, a 
Virtual Keyboard will appear. 
 

 
 

System Setup 
 

 
 

Figure 8 ─ System menu. 

Use the arrow keys to highlight the character you want in the name or title and press 
the  button.  That character appears in the title bar and the cursor moves to the next 
position.  Pressing  toggles between the upper and lower case keyboards,  
backspaces, and  deletes entered characters.  You can use up to 31 characters including 
spaces in your title. 
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Information 
 
Highlight Information and press the  button.  The Information setup screen appears. 
 

 
NOTE:  The System ID number is used to identify the unit when it is connected with other DVRs through the 
RS485 port.  You cannot use the same ID number for two or more DVRs that are in the same RS485 network.  It 
is possible to have multiple DVRs with System ID 0 that are in the same area as long as they are not part of an 
RS485 network.  If this is the case, all will be controlled at the same time when using the infrared remote control. 
 

Highlight the box beside Language and press  button.  A drop-down menu displays the available languages.  Highlight 
the desired language and press the  button. 
 

The box beside Version displays the software version of the DVR. 
 

To upgrade the software, connect a USB flash drive containing the upgrade package file to the DVR.  Highlight Upgrade… 
and press the  button.  The Upgrade screen appears. 
 

 
CAUTION:  The system restarts automatically after completing the upgrade, and it takes approximately 
one minute to restart.  Do NOT remove the USB flash drive until the DVR restarts, otherwise the system 
upgrade will not be completed properly. 
 

 

 

 
 
Figure 9 ─ Information setup screen.  

In the Information screen, you can name the site location, 
assign a System ID number, select the language the screens 
are displayed in, display software version number, upgrade 
the software, show the System Log, change a password, display 
recorded time data, and clear all data. 
 

Highlight the Site box and press the  button.  A virtual 
keyboard appears that you can use to enter a Site Name.   

Once you have entered your title, highlight Close and press 
the  button. 
 

Highlight the box beside System ID and press the  button.  
Change the number by highlighting it and using the Up and 
Down arrow buttons to increase and decrease the number from 
0 to 99. 

The screen displays the upgrade package file names that are available.  The “.rui” 
indicates that the file is for software upgrades.  Select the desired file and press 
the  button. 
 

Highlighting the Install button and pressing the  button will install the selected 
software package.  Highlighting the Cancel button and pressing the  button 
will close the window without upgrading the software.  If the upgrade package 
file is not installed on the DVR properly, you will get an error message. 

  

You can import saved DVR settings or export the current DVR settings.  
To import saved DVR settings, connect the USB flash drive containing 
the setup file (.dat) to the DVR.  Highlight the Setup – Import… button 
and press the  button.  Select the desired setup file and press the 
Import button to import the selected settings and change the DVR 
settings accordingly.  Highlight Include Network Setup and press the 

 button to toggle between On and Off.  When set to Off, the network 
settings will not be changed. 

  

To export the current DVR settings, connect the USB flash drive to the 
DVR.  Highlight the Setup – Export… button and press the  button.  
Highlight the box beside File name and press the  button.  A virtual 
keyboard allows you to enter the file name.  Selecting Export will save 
the current settings in .dat file format on the USB flash drive. 
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NOTE:  Even after changing the DVR settings by importing saved settings, the time-related settings (Date/Time, 
Time Zone and Daylight Saving Time) will NOT be changed. 
 

Highlight Show System Log… and press the  button to display the System Log. 
 

 

 

NOTE:  In addition to using the front panel buttons or the infrared remote control, you can use the virtual keyboard 
to assign the password.  To display the virtual keyboard click the  button using the mouse. 
 

The box beside Recorded Data – From / To displays the time information of recorded data. 
 

Highlighting Clear All Data… and pressing the  button will clear all video data.  You will be asked to verify that 
you wish to clear all data before the DVR erases the video data.  Clear All Data… will not clear the System Log. 
 

Date/Time 
 
Highlight Date/Time in the System menu and press the  button.  The Date/Time setup screen appears. 
 

 
Highlight the Format box beside Time and press the  button.  Select from the three available time formats and press 
the  button to save your selected format. 
 

NOTE:  The clock will not start running until you have highlighted Save and pressed the  button. 
 

Highlight the box beside Time Zone and press the  button.  Select your time zone from the list and press the  button. 
 

Highlight Enable Daylight Saving Time and press the  button.  Pressing the  button toggles between On and Off. 
 

 

 

 

The System Log screen lists system activities (up to 5,000 from 
the latest) that have occurred along with the time and date.  The 

 icon will be displayed in the last column for system activities 
of the remote site.  You can scroll through the log pages by 
using the Up and Down arrows, or you can go directly to a log 
page by entering the log page number in the box at the bottom 
left of the screen.  Highlight Close and press the  button to 
exit the screen. 

Highlighting Change Password… and pressing the  button.  To change a 
password, highlight the Administrator box and press the  button.  You can use 
camera buttons 1 to 4 to assign the password.  The password can be up to 8 digits.  
You will be asked to confirm the password. 

 
 
Figure 10 ─ Date/Time setup screen. 

Highlight the first box beside Date and press the  button.  
The individual sections of the date will highlight.  Use the Up 
and Down arrow buttons to change the number.  Use the Left 
and Right arrow buttons to move between month, date and 
year.  Once you have the correct date, press the  button. 
 

Highlight the Format box beside Date and press the  button.  
Select from the three available date formats and press the  
button to save your selected format. 
 

Highlight the first box beside Time and press the  button.  
The individual sections of the time will highlight.  Use the Up 
and Down arrow buttons to change the number.  Use the Left 
and Right arrow buttons to move between hour, minutes and 
seconds.  Once you have the correct time, press the  button. 
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Highlight the Holiday tab, and the Holiday setup screen appears. 
 

 

Storage 
 
Highlight Storage in the System menu and press the  button.  The Storage setup screen appears and displays 
information about the DVR’s storage devices. 
 

 

 

The Information column displays whether the device is being used or not.  Other indicates the device has been used 
for another DVR. 
 

 
 

 

Highlight the Status tab, and the Storage Status setup screen displays. 

 
 
Figure 11 ─ Holiday setup screen. 

You can set up holidays by highlighting + and pressing the  
button.  The current date appears. 
 

Highlight the month and day and change them by using the 
Up and Down arrow buttons.  Press the  button to add the 
date.  Dates can be deleted by highlighting the  beside the 
date and pressing the  button. 
 

NOTE:  Holidays that do not fall on the same date each 
year should be updated once the current year’s holiday 
has passed. 

 
 
Figure 12 ─ Storage Information setup screen.

The information in the Type column describes the storage 
device. 
 

The capacity of the storage device is displayed in the Capacity 
column. 
 

The Format column displays whether the device is used for 
recording (Record) or not (Not Using).  Not formatted 
indicates the device is not formatted. 

Highlight the box in the Format column for the desired storage device and press the 
 button.  You will be able to format the device for recording.  When selecting Not 

Using from Use As and highlighting the Format button, the device will not be used 
for recording. 

 

Highlight the box in the Information column for the desired storage device 
and press the  button.  The box beside Recorded Data – From / To 
displays the time information of recorded data.  Highlighting Clear and 
pressing the  button will clear all video data.  You will be asked to verify 
that you wish to clear all data before the DVR erases the video data.  Clear 
All Data… will not clear the System Log. 



User’s Manual 

 14

 
 

 
NOTE:  When the S.M.A.R.T. displays Bad, the screen displays a message box.  Once the “Bad” message displays, 
replacing the hard disk drive is recommended, usually within 24 hours. 
 

NOTE:  Temperature and S.M.A.R.T. information will be available only for internal hard disk drives supporting 
the SMART (Self-Monitoring Analysis and Reporting Technology) monitoring program. 
 

Shutdown 
 
Highlight Shutdown in the System menu and press the  button.  The Shutdown screen displays asking you to confirm 
whether or not you want to shut the system down. 
 

 
Figure 14 ─ Shutdown screen. 
 
 

Network Setup 
 

 
 

Figure 15 ─ Network menu. 
 

Network 
 
Highlight Network in the Network menu and press the  button.  The Network setup screen displays.  You will be 
able to change the Network, LAN, DVRNS and WebGuard settings. 

 
 
Figure 13 ─ Storage Status setup screen. 

The Type column displays the type of storage device. 
 

The Disk Bad column displays the percentage of bad sectors.  
Not formatted indicates the device is not formatted. 
 

The Temperature column displays the temperature of the 
storage device. 
 

 Good – The temperature is normal. 
 Bad – The temperature is 70oC (158oF) or higher. 
 N/A – The DVR cannot read the temperature. 
 

The S.M.A.R.T. column displays “Good”, “Bad” or “N/A”, 
depending on storage conditions. 
 

 Good – The storage condition is normal. 
 Bad – Data cannot be written on or read from the storage 

device. 
 N/A – Storage conditions are normal, however, the S.M.A.R.T. 

monitoring is not working or supported. 

After selecting Shutdown and pressing the  button, a screen will appear telling 
you when it is safe to disconnect power. 
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NOTE:  The higher Quality settings require higher Transfer Speed settings.  The transfer speed you set is the 
maximum speed.  Depending on the network environment, this speed may not be achieved. 
 

You can limit the network bandwidth settings so that system does not consume too much network bandwidth.  Highlight the 
box beside Network Bandwidth Limit and press the Up and Down arrow buttons to set the desired maximum bandwidth 
from 10Kbps to 100Mbps. 
 

NOTE:  When limiting the network bandwidth, the remote watch image on the PC running RAS or WebGuard 
might not be displayed properly. 
 

Highlight Enable SSL for Transferring Data and press the  button to toggle between On and Off.  When it is On, 
the security of data except video transmitted for remote monitoring or remote recording can be enhanced by using the 
SSL (Secure Sockets Layer) authentication.  When using the SSL function, the DVR cannot be connected with a remote 
program or a network keyboard which does not support the SSL function. 
 
CAUTION:  The remote connection will be disconnected temporarily after changing the SSL settings. 
 
NOTE:  This product includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit 
(http://www.openssl.org/). 
 

 

 

Highlight the LAN tab, and the LAN setup screen displays. 
 

 
NOTE:  You will need to get the appropriate IP Address, Gateway and Subnet Mask from your network administrator. 
 

Highlight the box beside DNS Server.  Press the Up and Down arrow buttons to set the IP address of the DNS server. 
 

Highlight the Port Number Setup… box and press the  button.  The Port Number Setup screen appears. 

 
 
Figure 16 ─ Network setup screen. 

Highlight the first box beside Remote Watch – Transfer 
Speed.  Press the Up and Down arrow buttons to set the 
Transfer Speed from 50Kbps to 100Mbps. 
 

Highlight the second box beside Remote Watch – Transfer 
Speed.  You can select the unit of measure for the transfer 
speed between: bps and ips.  Press the  button to set the 
transfer speed. 
 

NOTE:  The local recording speed might be affected by 
various network bandwidth (Transfer Speed) conditions. 
 

Highlight the box beside Remote Watch – Quality and press 
the  button.  You can select the Quality from: Very High, 
High, Standard and Basic.  Press the  button to set the 
Quality. 

 
 
Figure 17 ─ LAN (Manual) setup screen. 

Highlight the box beside Type and press the  button.  You 
can select the type of network configuration from: Manual, 
DHCP and ADSL (with PPPoE).  Select the desired type 
and press the  button. 
 

Selecting Manual from the Type allows you to set up LAN 
parameters manually. 
 

Change the numbers by highlighting them and using the Up 
and Down arrow buttons to increase or decrease the number.  
The factory default LAN settings are: 
 

 IP Address:  192.168.1.229 
 Gateway:   192.168.1.1 
 Subnet Mask:  255.255.255.0 
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NOTE:  You will need to get the appropriate Port Numbers for each RAS and WebGuard related program (Admin, 
Callback, Watch and Search) from your network administrator. 
 

NOTE:  Do NOT use the same port number for two different programs, otherwise, the DVR cannot be connected 
with the PC running RAS or WebGuard. 
 
CAUTION:  When changing the port settings, you must change the port settings on the PC running 
RAS as well.  Refer to the RAS manual for details. 
 

 

 

NOTE:  If the DVR is configured for DHCP or an ADSL network, the IP address of the DVR might change whenever 
the unit is turned on. 
 

 

 

Highlight the DVRNS tab, and the DVRNS setup screen displays. 

Change the numbers by highlighting them and using the Up and Down arrow buttons 
to increase or decrease the number.  The factory default Port settings are: 
 

Remote Admin:  8200 
Remote Callback: 8201 
Remote Watch:  8016 
Remote Search:  10019 

 

Selecting DHCP from the Type and highlighting Save button 
reads the current IP address of the DVR configured by DHCP 
(Dynamic Host Configuration Protocol) network. 

 

Selecting ADSL (with PPPoE) allows you to set up the ADSL 
network. 
 

Highlight the box beside ID and press the  button.  A virtual 
keyboard appears allowing you to enter the ID for ADSL 
connection. 
 

Highlight the box beside Password and press the  button.  
A virtual keyboard appears allowing you to enter the password 
for ADSL connection. 
 

NOTE:  Entering the ID and Password and highlighting OK 
reads the current IP address of the DVR configured by the 
ADSL network. 
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NOTE:  You can use the domain name instead of IP address if you already set up the DNS Server when setting 
up the LAN. 
 

Highlight the box beside Port and press the  button.  Set the port number of the DVRNS server using the Up and 
Down arrow buttons to increase or decrease the numbers.  
 

Highlight Enable NAT and press the  button to toggle between On and Off. 
 

NOTE:  When using the NAT (Network Address Translation) device, refer to the NAT manufacturer’ instructions 
for the proper network settings. 
 

Highlight the box beside DVR Name and press the  button.  A virtual keyboard appears allowing you to enter the 
DVR name to be registered on the DVRNS server. 
 

Highlight the Check box and press the  button to check whether or not the name you entered can be used. 
 

NOTE:  The DVR name you entered should be checked by selecting Check, otherwise the DVRNS changes will 
not be saved. 
 

NOTE:  When entering no name or a name already registered on the DVRNS server, an error message displays. 
 

Highlighting Save and pressing the  button registers the DVR on the DVRNS server.  Proper DVRNS settings will 
display the help desk information of the DVRNS server in the box beside Help Desk. 
 

 

 

Highlight the WebGuard tab, and the WebGuard setup screen displays. 
 

 

Notification 
 
The DVR can be set up to send an email or to contact a computer running RAS (Remote Administration System) when 
an event occurs. 
 

 
 
Figure 18 ─ DVRNS setup screen.

Highlight Enable DVR Name Service and press the  
button to toggle between On and Off. 
 

NOTE:  The DVRNS (DVR Name Service) allows the DVR to 
use Dynamic IP addresses for remote connection.  When 
this feature is On, you can access your DVR remotely 
using the DVR name instead of its IP address.  For the 
DVRNS feature, the DVR should be registered on the 
DVRNS server. 
 

Highlight the box beside DVRNS Server and press the  
button.  A virtual keyboard appears allowing you to enter the 
IP address or domain name of the DVRNS server. 
 

NOTE:  You will need to get the IP Address or domain name 
of the DVRNS Server from your network administrator. 

 
 
Figure 19 ─ WebGuard setup screen.

Highlight Enable WebGuard Service and press the  
button to toggle between On and Off.  See Appendix – 
WebGuard for detailed descriptions of the WebGuard service. 
 

Highlight the box beside Port and press the  button.  Set the 
port number used when accessing WebGuard by using the Up 
and Down arrow buttons to increase or decrease the numbers. 
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Highlight Notification in the Network menu and press the  button.  The Notification setup screen displays.  You will 
be able to change the Mail and Callback settings. 
 

 
Highlight Enable SSL/TLS and press the  button to toggle between On and Off.  When it is On, the DVR can send 
an email via an SMTP server requiring SSL (Secure Sockets Layer) authentication. 
 

 

NOTE:  This product includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit 
(http://www.openssl.org/). 
 

Highlight the box beside Sender and enter the sender’s e-mail address.  Use the virtual keyboard to enter the e-mail address. 
 

NOTE:  The e-mail address must include the “@” character to be a valid address. 
 

Highlight the box beside Recipient and enter the recipient’s e-mail address.  Use the virtual keyboard to enter the e-mail 
address. 
 

Highlight the Test box and press the  button to test emailing with the current settings you made. 
 

 

 

Highlight the Callback tab, and the Callback setup screen displays. 
 

 

 
 
Figure 20 ─ Notification Mail setup screen. 

Highlight Enable and press the  button to toggle between 
On and Off.  You will only be able to change the settings if 
Mail is enabled. 
 

Highlight the box beside SMTP Server and press the  
button.  A virtual keyboard appears that you can use to enter 
the IP address or domain name of the SMTP server. 
 

NOTE:  You will need to get the IP Address or domain name 
of the SMTP Server from your network administrator. 
 

NOTE:  You can use the domain name instead of IP address 
if you already set up the DNS Server when setting up the 
LAN. 
 

Highlight the box beside Port and press the  button.  Use the 
arrow buttons to enter the SMTP Server port number obtained 
from your system administrator.  The default port number is 25. 

Highlight the box beside Authentication and press the  button.  An Authentication 
screen appears. 
 

Highlight Use and press the  button to toggle between On and Off.  Highlight the box 
beside User/Password and press the  button.  A virtual keyboard appears allowing 
you to enter the user ID and password. 

 
 
Figure 21 ─ Notification Callback setup screen. 

Highlight LAN and press the  button to toggle between On 
and Off.  When LAN is turned On you can change the IP 
addresses. 
 

Highlight the IP Address box that you want to change and 
press the  button.  Use the arrow buttons to enter the IP 
address of the computer you want contacted during an event.  
You can enter up to five IP addresses. 
 

Highlight the box beside Retry and enter the number of times 
you would like the DVR to try contacting the computer.  You 
can select from 1 to 10 retries. 
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Devices Setup 
 

 
 

Figure 22 ─ Devices menu. 
 

Camera 
 
Highlight Camera in the Devices menu and press the  button.  The Camera setup screen appears. 
 

 
 

 

Highlight the PTZ tab, and the PTZ setup screen displays. 
 

 

 

You can assign IDs to each camera by highlighting the box under the ID heading and pressing the  button.  Change 
the number by highlighting it and using the Up and Down arrow buttons to increase and decrease the number.  The 
PTZ ID number can be set from 0 to 256. 

 
 
Figure 23 ─ Camera setup screen.

You can turn the camera number On or Off, and you can 
change the Title of each camera using the virtual keyboard. 

 
 
Figure 24 ─ Camera PTZ setup screen. 

NOTE:  You will only be able to set up PTZ devices if the 
PTZ port is set to RS485. 

Highlight the box in the Product column for the PTZ camera you wish to configure and 
press the  button.  A list of PTZ devices appears.  Select your camera from the list and 
press the  button.  You will need to connect the camera to the RS485 connector on 
the back of the DVR following the camera manufacturer’s instructions. 
 



User’s Manual 

 20

 
 
Highlight the Setup… box and press the  button.  The Port Setup window appears. 
 

 

Alarm-Out 
 
Highlight Alarm-Out in the Devices menu and press the  button.  The Alarm-Out screen appears. 
 

 

Display 
 
Highlight Display in the Devices menu and press the  button.  The Display screen allows you to select what 
information will be displayed on the monitor. 
 

 
 Date/Time – The current date and time information displays. 
 User Name ─ The name of the current user logged in displays. 
 Camera No. ─ The camera number displays at the top-left corner of each camera screen. 
 Camera Title ─ The camera title displays at the top-left corner of each camera screen. 
 Record – The record related icons display on each camera screen. 
 PTZ – The icon  displays on each PTZ camera screen. 
 Logo – The logo displays on the screen during playback. 
 

You can adjust the transparency of the setup screens by highlighting Transparency and using the Left and Right 
arrow buttons. 

Configure the port’s setting based on the PTZ camera manufacturer’s instructions. 

 
 
Figure 25 ─ Alarm-Out Settings setup screen.

The alarm output can be given its title by highlighting the box 
under the Title heading and pressing the  button.  A virtual 
keyboard appears allowing you to enter the title. 
 

Highlighting the box under the Type heading allows to set 
the alarm output for NO or NC (normally open or normally 
closed). 
 

Highlighting the box beside Dwell Time and pressing the  
button allows you to set the dwell time of the alarm output.  
Dwell times range from 5 seconds to 15 minutes. 

 
 
Figure 26 ─ Display OSD setup screen. 

Highlighting an item and pressing the  button toggles that 
item On and Off.  When an item is On, there is a checkmark 
in the box beside it.  The following items can be turned On 
or Off: 
 

 Remote Control – The icon  displays when the DVR can 
be controlled by the infrared remote control. 

 Zoom – The icon  displays on the enlarged video. 
 Network – The icon  displays when the unit is connected to a 

network via Ethernet. 
 Freeze & Sequence – The icon  displays while in the 

Freeze mode, and the  displays while in the Sequence mode. 
 Free Space – The icon  displays when the DVR is in the 

Recycle mode, and the percentage of available storage space 
displays when the DVR is not in the Recycle mode. 
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Highlight the Main Monitor tab, and the Main Monitor setup screen appears. 
 

 
 

 

Highlight the VGA tab, and the VGA setup screen appears. 
 

 
Highlight the Test box and press the  button to test how the screen will be displayed with the resolution you set. 
 

 
 

Recording Setup 
 

 
 

Figure 29 ─ Record menu. 

Highlighting the OSD Margin… box and pressing the  button displays how OSD 
text will be displayed on the monitor.  You can adjust the horizontal and vertical 
margins so that text and icons will not be hidden beyond the edges of the monitor. 

 
 
Figure 27 ─ Main Monitor setup screen. 

You can adjust the display dwell time by highlighting the box 
beside Interval and pressing the  button.  You can select 
dwell intervals ranging from 1 second to 1 minute. 

 
 
Figure 28 ─ VGA setup screen.

Highlight the box beside Resolution and press the  button.  
You can select from 800x600, 1024x768 and 1280x1024. 
 

Highlight Full Screen and press the  button.  Pressing the 
 button toggles between On and Off.  When it is On, the 

screen on the VGA monitor displays in full screen mode. 

Highlighting OK and pressing the  button applies resolution changes. 
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Record 
 
Highlight Record in the Record menu and press the  button.  The Record setup screen appears.  
 

 
Highlight the box beside Auto Deletion, and use the Left and Right arrow buttons to adjust the length of time recorded 
data will be kept from 1 to 999 days.  The DVR automatically deletes video recorded earlier than the user-defined period 
under three conditions: at midnight, whenever the system reboots or whenever the user changes the Auto Deletion settings.  
Selecting Never will disable the Auto Deletion function. 
 

Highlight the slide bar beside Limit Time-Lapse Recording, and use the Left and Right arrow buttons to adjust the 
length of the maximum storage time for time-lapse recording from 1 to 99 days.  The Limit Time-Lapse Recording 
feature will function when the storage device has enough space to record video data longer than the preset period.  When 
this feature is On, the DVR records over the oldest “time-lapse” video once all available storage has been used in the 
Recycle mode, so more event video can be saved.  Selecting Never will disable the Limit Time-Lapse Recording function. 
 

NOTE:  When the storage device does not have enough space to record video data longer than the preset Limit 
Time-Lapse Recording period, the DVR records over the oldest video data (time-lapse or event video) as it would 
in the Recycle mode even if this feature is turned On. 
 

NOTE:  The maximum storage time is only an estimate because the amount of space required to store video varies 
depending on many factors such as motion and image complexity. 
 
CAUTION:  When more than one disk is installed in the unit, the DVR records video on the disks 
sequentially based on time.  And these sequentially recorded videos have the advantage that you can 
search recorded video easily even though a disk is removed from the unit.  However, video recorded 
in the same time range might be saved on different disks by channel and by the type of recording mode.  
Once the Limit Time-Lapse Recording is set to On, the DVR will maintain this recording limitation 
even after disabling the function.  If you want the DVR to record video on the disks sequentially based 
on time again, you must format all disks that are currently used for recording. 
 

Schedule 
 
Highlight Schedule in the Record menu and press the  button, and the Schedule setup screen appears.  

 
 
Figure 30 ─ Record setup screen.

Highlighting Recycle and pressing the  button toggles 
between On and Off.  In the Recycle mode, the DVR records 
over the oldest video data once all available storage space 
has been used.  When Recycle is turned off, the DVR stops 
recording once all available storage space has been used. 
 

Highlight the Resolution box and select from Very High, 
High and Standard. 
 

Highlight the Event Record Dwell box and set the length of 
time you would like to record for the associated event.  You 
can set the dwell from 5 seconds to 1 minute.  Refer to Event 
Actions screen in this chapter for information regarding event 
recording. 
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Highlight the box under the Range heading and press the  button to change the time range that the scheduled recording 
will take place.  The smallest time segment you can use is 15 minutes.  
 

Highlight the box under the Mode heading and press the  button to change the recording mode that will be used.  
Choose from: No Record, Time, Event and Time & Event. 
 

When the DVR is in the No Record mode, it will not record during the preset day and time range.  Use the No Record 
mode when you do NOT want the DVR to record during certain times. 
 

When the DVR is in the Time mode, the  icon displays at the top-left corner of the screen.  The DVR will record 
and displays the  icon at the top-left corner of the screen during the scheduled times. 
 

When the DVR is in the Event mode, the red  icon displays at the top-left corner of the screen.  The DVR will record 
and displays the  icon at the top-left corner of the screen when any event occurs.  When the DVR is in the Pre-Event 
recoding mode, the yellow  icon displays when there is no event, and the DVR is not recording.  When the DVR is 
in the Pre-Event mode, the red  and  display when any event occurs and the DVR starts recoding. 
 

When the DVR is in the Time & Event mode, the DVR will follow the Time settings and the  icon displays.  The 
DVR follows the Event settings and the  icon displays. 
 

Highlight the box under the Channels heading and press the  button to select which cameras will be recorded. 

 

NOTE:  Descriptions of the Record icons in the Type column are as follows: 
 

  Time-lapse (Time)   Alarm-In   Motion   Video Loss 
 

Highlight the box under the  heading and press the  button to delete the recording settings.  You will be asked to 
confirm that you want to delete the settings.  
 

Highlight Default… and press the  button.  The Default screen appears. 
 

 

Pre-Event 
 
Highlight Pre-Event in the Record menu and press the  button, and the Pre-Event setup screen appears.  If you do 
not have Event set up in the Record Schedule, a message will display alerting you to this fact. 

 
 
Figure 31 ─ Schedule setup screen. 

You can program the DVR to record only during certain times 
based on time, day of the week, and holidays.  The smallest 
time segment you can use is 15 minutes. 
 

Highlighting Schedule On and pressing the  button toggles 
between On and Off.  In the Schedule On mode, the DVR 
records video based on the schedule established in the Schedule 
screen.  When turning Schedule recording Off, you will be 
asked to confirm your decision, and  displays at the top-left 
corner of each camera screen. 
 

Highlight the + and press the  button to add a schedule item. 
 

Highlight the box under the Day heading and press the  
button to change the days that the scheduled recording will 
take place.  Choose from: Sun, Mon, Tue, Wed, Thu, Fri, 
Sat, M~F, Hol and All.

Highlighting boxes under ips and pressing the  button allows you to set the images 
per second for Time and Event recording.  You can select from 0.10 to 30.0 images 
per second.  Highlighting boxes under Quality and pressing the  button allows you 
to set the recorded image quality for Time and Event recording.  You can select from:  
Very High, High, Standard and Basic. 
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Event Setup 
 
 

 
 

Figure 33 ─ Event menu. 
 

Alarm-In 
 
Highlight Alarm-In in the Event menu and press the  button.  The Alarm-In setup screen appears. 
 

 
 

 

Highlight the Actions tab, and the Alarm-In Actions setup screen appears. 

 
 
Figure 32 ─ Pre-Event setup screen. 

When the DVR is in the Event Record mode it is possible to 
have it record images before the event occurs.  The Pre-Event 
screen allows you to define how to handle pre-event recording. 
 

You can turn individual cameras On or Off for pre-event 
recording.  The image speed can be set from 0.10 to 30.00 ips 
(25.00 ips PAL), and image quality can be selectable from 
Very High, High, Standard and Basic. 
 

You can set the amount of time to record prior to the event 
by adjusting the Dwell.  You can set the Dwell from 5 seconds 
to 30 seconds.  The longer the dwell set, the fewer maximum 
ips can be set. 
 

NOTE:  When the DVR is in the Time or Time & Event mode, 
it ignores the pre-event settings and follows the time 
settings. 

 
 
Figure 34 ─ Alarm-In Settings setup screen.

The alarm terminal strip on the back of the DVR has inputs 
associated with each alarm.  You can set up each input on 
the Alarm-In screen.  You can turn each input On or Off by 
highlighting the alarm number and pressing the  button. 
 

Each input can be given a title.  Highlight the desired Title box 
and press the  button.  A virtual keyboard appears allowing 
you to enter a title name. 
 

Each input can be set as NO (normally open) or NC (normally 
closed). 
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NOTE:  For the Alarm-Out action, the alarm output and beep you select should be set to the Event mode in the 
Alarm-Out setup screen (Schedule tab). 
 

Highlight the desired box under the Notify heading, and press the  button.  The Alarm-In Notify menu appears. 
 

 

Highlight the desired box under the PTZ heading, and press the  button.  A list of PTZ presets appear.  Select the 
preset position for each PTZ camera, where you want PTZ cameras to move to whenever the DVR detects an input on 
the associated alarm input. 
 

Motion Detection 
 
Highlight Motion Detection in the Event menu and press the  button.  The Motion Detection setup screen appears. 
 

 

 
 
Figure 35 ─ Alarm-In Actions setup screen. 

You can set the actions the DVR will take whenever it senses 
an input on one of its alarm input connectors. 
 

Highlight the desired box under the Record heading, and 
press the  button.  A list of cameras appears.  Select the 
cameras that you want the DVR to record whenever it detects 
an input on the associated alarm input. 
 

NOTE:  For the Record action, the camera you select 
should be set to the Event or Time & Event recording mode 
in the Record Schedule setup screen. 
 

Highlight the desired box under the Alarm-Out heading, and 
press the  button.  Select between Alarm Output and Beep 
(DVR’s internal buzzer) that you would like to activate and 
to sound whenever the DVR detects an input on the associated 
alarm input.  

You can toggle the entire list On and Off by highlighting Notification and pressing the 
 button.  You can toggle the individual items On and Off by highlighting that item 

and pressing the  button.  Highlight OK and press the  button to accept your changes. 
 

NOTE:  For the Notify action, the notify item you select should be enabled in the 
Notification setup screen and the DVR should be registered in the RAS (Remote 
Administration System). 

 
 
Figure 36 ─ Motion Detection Settings setup screen. 

Your DVR has built-in video motion detection.  Video motion 
detection can be turned On or Off for each camera. 



User’s Manual 

 26

 
 

 

You can define the area of the image where you want to detect motion; e.g., a doorway.  Highlight the box under the 
Zone heading, and press the  button.  The Motion Detection Zone screen displays. 
 

 

Press the  button to display the menu screen.  The menu on the setup screen has the following functions: 
 

 

 

Turning Zone View On will allow you to observe how the DVR is reacting to motion.  When in the motion viewing 
mode, any detected motion within the zone will be displayed in red. 
 

You can control excessive event logging and remote notification of motions detected after the motion dwell time by 
adjusting the motion ignoring dwell intervals.  Highlight the box beside Motion Ignoring Interval and press the  
button.  A list of intervals ranging from 1 to 5 seconds or Never appears.  The DVR will not log and notify motion 
events occurred during the preset interval range. 
 

NOTE:  The record action for motion events will not be affected by the Motion Ignoring function. 
 

Highlighting the Daytime Setup box and pressing the  button allows you to set up the Daytime range. 
 

Highlight the box beside Daytime and press the  button.  Use the Up and Down 
arrow buttons to set the Daytime range.  The DVR will consider the remaining 
time range as the Nighttime. 

 
 

 

Highlight the Actions tab, and the Motion Detection Actions setup screen appears. 

Highlighting the box under the Sensitivity heading and pressing the  button allows 
you to adjust the DVR’s sensitivity to motion for Daytime and Nighttime independently.  
There are five settings with 1 being the least sensitive and 5 being the most sensitive. 

The Motion Detection Zone screen is laid over the video for the selected 
camera.  You can set up motion detection zones by selecting or clearing 
blocks. 
 

NOTE:  You can set up motion zones one block at a time in groups 
of 4 individual block groups  A block group is positioned within the 
image area using the Up and Down arrow buttons, and individual 
blocks within the block groups are selected or cleared using the camera 
buttons. 

 

Select ─ Activates highlighted blocks to detect motion. 
Clear ─ Deactivates highlighted blocks so that they will not detect motion. 
Reverse ─ Activates inactive highlighted blocks and deactivates active highlighted blocks. 
Select All ─ Activates all blocks to detect motion. 
Clear All ─ Deactivates all blocks so that they will not detect motion. 
Reverse All ─ Activates inactive blocks and deactivates active blocks. 
OK ─ Accepts changes and closes Zone setup. 
Cancel ─ Exits Zone setup without saving changes. 

You can adjust the minimum number of detection blocks that must be activated to trigger 
a motion alarm.  Highlighting the box under the Min. Blocks heading and pressing the 

 button allow you to adjust the minimum number of detection blocks for Daytime and 
Nighttime independently.  Smaller numbers provide greater sensitivity because fewer 
detection blocks must be activated. 
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NOTE:  For the Record action, the camera you select should be set to the Event or Time & Event recording mode 
in the Record Schedule setup screen. 
 

Highlight the box under the Alarm-Out heading and press the  button.  Select between Alarm Output and Beep (DVR’s 
internal buzzer) that you would like to activate and to sound whenever the DVR detects motion on the selected camera’s 
input. 
 

NOTE:  For the Alarm-Out action, the alarm output and beep you select should be set to the Event mode in the 
Alarm-Out setup screen (Schedule tab). 
 

Highlight the box under the Notify heading and press the  button.  You can toggle the entire list On and Off by highlighting 
Notification and pressing the  button.  You can toggle the individual items On and Off by highlighting that item and 
pressing the  button.  Highlight OK and press the  button to accept your changes. 
 

NOTE:  For the Notify action, the notify item you select should be enabled in the Notification setup screen and 
the DVR should be registered in the RAS (Remote Administration System). 
 

Highlight the desired box under the PTZ heading, and press the  button.  A list of PTZ presets appear.  Select the 
preset position for each PTZ camera, where you want PTZ cameras to move to whenever the DVR detects motion on 
the selected camera’s input. 
 

Video Loss 
 
Highlight Video Loss in the Event menu and press the  button.  The Video Loss setup screen appears. 
 

 
 

 

 
 
Figure 37 ─ Motion  Detection Actions setup screen 

The DVR can be set to react to motion detection differently 
for each camera.  Each camera can be associated with another 
camera, trigger an Alarm-Out connector, sound the DVR’s 
internal buzzer, notify a number of different devices, and/or 
move PTZ cameras to preset positions. 
 

NOTE:  You can associate multiple cameras with a camera 
that detects motion. 
 

Highlight the box under the Record heading and press the  
button.  A list of cameras appears.  You can associate as many 
cameras with that camera as you wish.  If the DVR detects 
motion on the selected camera, it starts recording video from 
all the associated cameras. 

 
 
Figure 38 ─ Video Loss Settings setup screen. 

Highlighting the box under the Video Loss Interval heading 
allows you to set the duration of a signal loss before the DVR 
will report a Video Loss.  The DVR will not consider any signal 
loss from a camera to be a Video Loss if the detected signal 
loss is shorter than the interval set on this screen. 
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Highlight the Actions tab, and the Video Loss Actions setup screen appears. 
 

 
Highlight the box under the Alarm-Out heading and press the  button.  Select between Alarm Output and Beep (DVR’s 
internal buzzer) that you would like to activate and to sound whenever the DVR detects video loss on the selected camera. 
 

NOTE:  For the Alarm-Out action, the alarm output and beep you select should be set to the Event mode in the 
Alarm-Out setup screen (Schedule tab). 
 

Highlight the box under the Notify heading and press the  button.  You can toggle the entire list On and Off by highlighting 
Notification and pressing the  button.  You can toggle the individual items On and Off by highlighting that item and 
pressing the  button.  Highlight OK and press the  button to accept your changes. 
 

NOTE:  For the Notify action, the notify item you select should be enabled in the Notification setup screen and 
the DVR should be registered in the RAS (Remote Administration System). 
 

Highlight the desired box under the PTZ heading, and press the  button.  A list of PTZ presets appear.  Select the 
preset position for each PTZ camera, where you want PTZ cameras to move to when the DVR detects video loss on 
the selected camera’s input. 
 

System Event 
 
Highlight System Event in the Event menu and press the  button.  The System Event setup screen appears. 
 

 

 
 
Figure 39 ─ Video Loss Actions setup screen.

The DVR can be set to react to video loss differently for each 
camera.  Each camera can be associated with another camera, 
trigger an Alarm-Out connector, sound the DVR’s internal 
buzzer, notify a number of different devices, and/or move PTZ 
cameras to preset positions. 
 

Highlight the box under the Record heading and press the  
button.  A list of cameras appears.  You can associate as many 
cameras with that camera as you wish.  If the DVR detects 
video loss on the selected camera, it starts recording video 
from all the associated cameras. 
 

NOTE:  For the Record action, the camera you select 
should be set to the Event or Time & Event recording mode 
in the Record Schedule setup screen. 

 
 
Figure 40 ─ Health Check setup screen. 

The DVR can be configured to run self-diagnostics and report 
the results. 
 

Highlighting the box beside System and pressing the  button 
allows you to select the interval that you want the DVR to run 
self-diagnostics on the system.  You can select from 1 hr. to 
30 days or Never. 
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Highlighting the box under the Interval heading beside each alarm-in and pressing the  button allows you to change 
the interval that you want the DVR to run self-diagnostics on Alarm Inputs.  You can select from 1 hr. to 30 days or 
Never. 
 

 

 

Highlight the Storage tab and the Storage setup screen displays. 
 

 
Highlight the second box beside Disk S.M.A.R.T., and press the  button.  Select either ºC (Celsius) or ºF (Fahrenheit), 
and press the  button. 
 

 

 

Highlight the Actions tab and the System Event Actions setup screen displays. 
 

 

 

Highlight the Setup... box beside Check Recording and press the  button.  
The Check Recording screen appears. 
 

Highlighting Schedule On and pressing the  button toggles On and Off.  
When set to On, you can select the day, time range and interval that you 
want the DVR to run self-diagnostics on the recorder.  The Interval can 
be selectable from 1 min. to 7 days or Never.  The  box allows you to 
delete a check recording schedule. 

 
 
Figure 41 ─ Storage setup screen. 

Highlight the box beside Disk Bad Notify, and press the  
button.  Select percentage level of bad disk sectors at which 
you want the DVR to trigger an alert.  Percentage levels range 
from 10% to 90%. 
 

Highlight the box beside Disk Almost Full Notify, and press 
the  button.  Select the percentage level of disk usage at which 
you want the DVR to trigger an alert.  Percentage levels range 
from 80% to 99%. 
 

Highlight the first box beside Disk S.M.A.R.T., and press 
the  button.  Use the Up and Down arrow buttons to 
scroll through the numbers.  Refer to the hard disk drive 
manufacturer’s documentation for the correct temperature 
setting.  If the temperature of hard disk drive exceeds the 
defined threshold, the system triggers an alert. 

 
 
Figure 42 ─ System Event Actions setup screen. 

The DVR can be set to react to system events.  System events 
can activate the Alarm-Out connector, sound the DVR’s internal 
buzzer, and/or notify a number of different devices. 
 

Highlight the Alarm-Out box beside the desired event (Check 
Recording, Check Alarm-In, Disk Almost Full, Disk Full, 
Disk Bad, Disk Temperature, Disk S.M.A.R.T., Disk Config 
Change or Fan Error), and press the  button.  Select 
between Alarm Output and Beep (DVR’s internal buzzer) that 
you would like to activate and to sound whenever the DVR 
detects an event. 
 

NOTE:  Alarm-Out action cannot be set to System event. 
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Highlight the Notify box beside the desired event (System, Boot Up, Restart, Shutdown, Check Recording, Check 
Alarm-In, Disk Almost Full, Disk Full, Disk Bad, Disk Temperature, Disk S.M.A.R.T., Disk Config Change or 
Fan Error), and press the  button.  You can toggle the entire list On and Off by highlighting Notification and pressing 
the  button.  You can toggle the individual items On and Off by highlighting that item and pressing the  button.  
Highlight OK and press the  button to accept your changes. 
 

NOTE:  Mail notify is the only option available for the System event. 
 

NOTE:  For the Notify action to work, the DVR should be registered in the RAS (Remote Administration System). 
 

Event Status 
 
Highlight Event Status in the Event menu and press the  button.  The Event Status setup screen appears. 
 

 
Disk Almost Full will be highlighted when the DVR is not in the Recycle mode and the level of disk usage reaches 
the Disk Almost Full percentage you made in the System Event setup screen on the Event menu.  Disk Full will be 
highlighted when the DVR is not in the Recycle mode and all available storage space has been used. 
 

Fan Error will be highlighted when the cooling fan to the left of the power cord on the rear panel is not working for 
more than four seconds. 
 

Highlighting the Storage tab will display the hard disk drive status.  Refer to the Storage section for details. 
 

 
 
Figure 43 ─ Event Status setup screen. 

The Event Status screen displays the status of the DVR’s 
systems and inputs.  Events will be highlighted, and related 
channels or events will flicker for five seconds when detected. 
 

Alarm-In, Motion and Video Loss will be highlighted when 
each event is detected based on the settings you made in the 
Alarm-In, Motion Detection and Video Loss setup screen on 
the Event menu. 
 

Check Alarm-In and Check Recording will be highlighted 
when each event is detected based on the settings you made 
in the System Event setup screen on the Event menu. 



4-Channel Digital Video Recorder 

 31

Chapter 4 ─ Operation 
 
 
NOTE:  This chapter assumes your DVR has been installed and configured.  If it has not, please refer to Chapters 
2 and 3. 
 
The DVR’s controls are similar to a VCR.  As with a VCR, the main functions are recording and playing back video.  
However, you have much greater control over recording and playing back video.  You can establish recording schedules 
based on time of day and day of the week.  The DVR allows you to search through the recorded video using much more 
sophisticated tools than those available with VCRs.  Additional DVR features that are not available with VCRs are 
remote control and viewing, and recording video at the same time you are watching previously recorded video. 
 
The front panel controls are described in Chapter 3 ─ Configuration. 
 
 

Turning on the Power 
 
Once you have installed the DVR following the instructions in Chapter 2 ─ Installation, it is ready to record. 
 
 

Live Monitoring 
 
As soon as the DVR completes its initialization process, it will begin showing live video on the attached monitor.  The 
default mode is to display all cameras at once.  Pressing any camera button will cause that camera to display full screen.  
It displays live video until the user enters another mode. 
 
While in the live monitoring mode, pressing the MENU button displays the following Live Monitoring menu at the 
top of the screen.  Pressing the MENU button again hides the menu.  You can navigate through menus and items by 
pressing the arrow buttons. 
 

  Freeze 

  Sequence 

  Camera Menu 

  Alarm Reset 

  Setup 

  Search Mode 

  Login-Logout 
 

 
Figure 44 ─ Live Monitoring menu. 

 
NOTE:  The Live Monitoring menu also can be displayed by moving the mouse pointer to the top of the screen. 
 

Live Monitoring Menu 
 
Freeze 
 

Selecting  (Freeze) in the Live Monitoring menu will freeze the current image on the screen until you select  again.  
It is the same as pressing the  (Play/Pause) button on the front panel.  While in the Freeze mode, the icon  displays 
in bottom-left corner if Freeze is selected in the Display setup screen (OSD tab). 
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Sequence 
 

Selecting  (Sequence) in the Live Monitoring menu causes the cameras to display sequentially.  It is the same as 
pressing and holding the MENU button on the front panel for three seconds or longer.  Selecting  again in the Live 
Monitoring menu exits the Sequence mode.  While in the Sequence mode, the  icon displays in bottom-left corner 
if Sequence is selected in the Display setup screen (OSD tab). If all the cameras in a page are Off, or have lost video, 
that page will be excluded from the sequence. 
 
Camera Menu 
 

Selecting  (Camera Menu) in the Live Monitoring menu displays the following Camera Menu. 
 

 Color Control:  Selecting Color Control and choosing the camera number allows you to control brightness, contrast, 
hue and saturation for each camera for the selected camera if a user who has Color Control authority logs into the 
system.  It is the same as pressing and holding a camera button for a few seconds.  

 

NOTE:  It is important that cameras and monitors are correctly installed and adjusted prior to making any image 
adjustments using the DVR’s controls. 
 

NOTE:  Any image adjustments you make will be applied to both the live video on the monitors and the recorded 
video. 
 

NOTE:  The Camera Menu also can be displayed by clicking the right mouse button on the screen while in the 
live monitoring mode. 
 
Alarm Reset 
 

Selecting  (Alarm Reset) in the Live Monitoring menu resets the DVR’s outputs including the internal buzzer during 
an alarm.  It is the same as pressing any button on the front panel when the alarm is activated. 
 
Setup 
 

Selecting  (Setup) in the Live Monitoring menu enters the Main Setup screen.  Refer to Chapter 3 ─ Configuration 
for detailed descriptions of system setup. 
 
Search Mode 
 

Selecting  (Search Mode) in the Live Monitoring menu exits the live monitoring mode and enters the search mode.  
It is the same as pressing the PLAYBACK button on the front panel. 
 
Login/Logout 
 

Selecting  (Login) in the Live Monitoring menu accesses the Login screen, and you will be asked to select a User 
and enter the password to log into the system.  Selecting  (Logout) in the Live Monitoring menu displays the Logout 
screen asking you to confirm whether or not you want to log out the current user. 
 

Zoom Mode 
 
You can enlarge an area of the video by selecting Zoom from the Camera Menu in the Live Monitoring menu or pressing 
the ZOOM button on the front panel.  For a few seconds after selecting Zoom from the Camera Menu or pressing the 
ZOOM button, a rectangle displays on the screen.  A rectangle shows the area that will be enlarged.  You can move the 
rectangle around using the arrow buttons.  Pressing the  (Play/Pause) button in the Zoom mode enlarges the area in 
rectangle.  Exit the Zoom mode by selecting Zoom again from the Camera Menu or pressing the ZOOM button again.  
While in the Zoom mode, the icon  displays if Zoom is selected in the Display setup screen (OSD tab). 

 

 PTZ:  Selecting PTZ and choosing the camera number allows you to control the selected camera as 
long as it has Pan, Tilt and Zoom capabilities.  It is the same as pressing and holding the PTZ button 
on the front panel for three seconds or longer.  Refer to the following PTZ Mode section for details. 

 Zoom:  Selecting Zoom and choosing the camera number zooms the current image of the selected 
camera on the screen.  It is the same as pressing the ZOOM button on the front panel.  Selecting Zoom 
again in the Camera Menu again exits the Zoom mode.  Refer to the following Zoom Mode section 
for details. 
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PTZ Mode 
 
If a user who has PTZ Control authority logs into the system, the user can control PTZ cameras.  The DVR will control 
cameras with Pan, Tilt and Zoom capabilities.  Select PTZ from the Camera Menu in the Live Monitoring menu or 
press and hold the PTZ button on the front panel for three seconds or longer to display the PTZ camera menu and enter 
the PTZ mode.  Select PTZ again from the Camera Menu or press and hold the PTZ button for three seconds or longer 
again to exit the PTZ mode. 
 

 
Figure 45 ─ PTZ Select Camera menu. 
 

 

You can save camera position settings as “presets” so that you can go directly 
to desired views. 
 

Once you have the camera at the desired settings, press the  button on the 
front panel.  Select Set Preset from the Move to Preset dialog box, and the 
PTZ Preset dialog box will appear.  Select the number you want to assign to 
the preset and press the  (Play/Pause) button.  Use the virtual keyboard to 
enter the preset name. 
 

Press the  button on the front panel to load the PTZ preset, and the Move to 
Preset dialog box will appear.  Select the desired preset and press the  button 
to load the preset. 

 

< Set Preset > 
 

< Move to Preset >
 

 
Figure 46 ─ PTZ Preset screen. 
 

 
You can use a mouse for convenient PTZ control.  Position the mouse pointer at the bottom of the screen, and the 
following PTZ toolbar will display. 
 

 

Clicking  on the left side exits the toolbar.  If you want to display the toolbar again, position 
the mouse pointer at the bottom of the screen.  Change the toolbar location by clicking the empty 
space on the left side of the toolbar and drag it to where you want it located on the screen.  Use 
the arrow buttons on the toolbar to pan or tilt the camera in the direction you want.  The other 
controls on the toolbar perform as described below: 
 

Zoom In / Out Focus Near / Far 
Iris Open / Close Set / Load Preset 

 

 

 

Select the PTZ camera you wish to control.  The icon  flickers on the PTZ camera screen.  You 
can control the camera using front panel control buttons, by setting up presets or by selecting the 
expanded PTZ features.  To use the front panel buttons, press the Left and Right arrow buttons to 
pan left and right.  Press the Up and Down arrow buttons to tilt the camera up and down.  Press the 
camera button 1 to zoom in, and press the button 2 to zoom out.  You can use the button 3 and button 
4 to focus the image. 

 

While in the PTZ mode, pressing the MENU button and selecting  (Advanced PTZ) in the menu 
displaying at the top of the screen displays the Advanced PTZ menu. 
 

Set the feature you wish to control by selecting it from the menu.  Refer to the camera manufacturer’s 
instructions for the proper settings.  Depending on the camera specifications, some features may not 
be supported. 
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Using a Mouse 
 
You can use a mouse instead of the front panel buttons to perform many of the DVR functions.  In the Live Monitoring 
mode or Search mode, moving the mouse pointer to the left edge of the screen displays the following Mouse Display menu. 
 

  Full Screen 

  2x2 

  Previous Camera 

  Next Camera 

  OSD 
 

 
Figure 47 ─ Mouse Display menu. 

 
Full Screen 
 

Selecting  (Full Screen) in the Mouse Display menu and choosing the camera number button displays the selected 
camera full screen.  It is the same as pressing the individual camera buttons on the front panel. 
 
2x2 
 

Selecting  (2x2) in the Mouse Display menu displays the cameras in the quad (2x2) screen mode.  It is the same as 
pressing the individual camera buttons in the full screen mode. 
 
Previous Camera, Next Camera 
 

Selecting  or  (Previous Camera or Next Camera) in the Mouse Display menu moves to the previous or next camera. 
 
OSD 
 

Selecting  (OSD) in the Mouse Display menu toggles OSD On and Off. 
 
 

Recording Video 
 
Once you have installed the DVR following the instructions in Chapter 2 ─ Installation, it is ready to record.  The DVR 
will start recording based on the settings you made in the Record setup screen.  See Chapter3 ─ Configuration. 
 
Recycle On or Recycle Off.  The factory default is Recycle On.  It does this by recording over the oldest video once 
the hard disk is full.  Setting the DVR to Recycle Off causes it to stop recording once the hard disk is full. 
 
Standard (CIF), High (Half D1) or Very High (D1).  The factory default resolution is Standard.  When set to Standard, 
the DVR has a maximum recording speed of 120 ips.  When set to High, the DVR has a maximum recording speed of 
60 ips.  When set to Very High, the DVR has a maximum recording speed of 30 ips. 
 
Although you will be able to record without changing the unit from its original factory settings, you will want to take 
advantages of the DVR’s many tools.  See Chapter 3 ─ Configuration for detailed descriptions of the recording mode options. 
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Playing Recorded Video 
 
If a user who has Search authority logs into the system, the user can view recorded image.  Once video has been recorded, 
you can view it by pressing the PLAYBACK button.  When playing video for the first time, the DVR will display the 
most recent image.  When playing video subsequent times, the DVR will start playing video from the last recalled image. 
 
Camera Buttons (1 to 4):  Pressing the individual camera buttons will cause the selected camera to display full screen. 
 
Arrow Buttons:  Pressing the  button plays video backward at high speed.  Pressing the button again toggles the 
playback speed from ,  and .  Pressing the  button plays video forward at high speed.  Pressing the 
button again toggles the playback speed from ,  and .  When in the pause mode, pressing the  button 
moves to the next image and pressing the  button moves to the previous image. 
 
Pause Button:  Pressing the  button pauses playing video. 
 
Playback Button:  Pressing the PLAYBACK button enters the playback mode, and pressing the button again exits the 
playback mode.  When entering the playback mode, video is paused.  Pressing  (Play/Pause) button plays back video 
at regular speed.  The screen displays  when the DVR is in the Pause mode and the screen displays  when the DVR 
is playing back video. 
 
Zoom Button:  Pressing the ZOOM button zooms in the current image on the screen.  It is the same as selecting Zoom 
from the Camera Menu in the Search menu. 
 
You can use a mouse for convenient playback control.  Position the mouse pointer on the playback screen, and the 
following playback toolbar will display. 
 

 
Clicking  on the left side exits the toolbar.  If you want to display the toolbar 
again, position the mouse pointer on the screen.  Change the toolbar location by 
clicking the empty space on the right side of the toolbar and drag it to where you 
want it located on the screen.  The individual controls on the toolbar perform the 
following functions as described below: 

 

 Go to the first image Fast backward play Go to the previous image 

 Play Go to the next image Fast forward play 

 Go to the last image     
 
 

Searching Video 
 
While in the search mode, pressing the MENU button displays the following Search menu at the top of the screen.  Pressing 
the MENU button again hides the menu.  You can navigate through menus and items by pressing the arrow buttons. 
 

  Search 

  Go To 

  Export 

  Camera Menu 

  Alarm Reset 

  Data Source 

  Exit 
 

 
Figure 48 ─ Search menu. 
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NOTE:  The Search menu also can be displayed by moving the mouse pointer to the top of the screen. 
 

Search Menu 
 
Search 
 

Selecting  (Search) in the Search menu displays the following Search menu.  See the following Event Log Search 
and Calendar Search sections for details. 
 

 

 Event Log Search — Selecting Event Log Search selects video from the event log. 
 Calendar Search — Selecting Calendar Search selects using a calendar. 

 
Go To 
 

Selecting  (Go To) in the Search menu displays the following GO TO menu. 
 

 

 Go to the First:  Selecting Go to the First displays the first recorded image. 
 Go to the Last:  Selecting Go to the Last displays the last recorded image. 
 Go to the Date/Time:  Selecting Go to the Date/Time displays the Go to the Date/Time screen. 

 

Move the cursor over the date and time and press the  (Play/Pause) button.  You can 
use the Left and Right arrow buttons to highlight the year, month, day, hours, minutes and 
seconds.  Use the Up and Down arrow buttons to change to the date and time you want to 
search for video. 

 

Once you have set the date and time you want, press the  button.  Then highlight Go and press the  button.  The 
selected date and time will display.  (If no video was recorded during the selected time, a message appears alerting you 
that no image was recorded at that time.)  The  button and arrow buttons can now be used to review the surrounding 
video. 
 
Export 
 

Selecting  (Export) in the Search menu displays the following Export menu.  See the following Clip Copy section 
for details. 
 

 

 A–B Clip-Copy:  Selecting A–B Clip-Copy will set the starting point of the video to be clip copied, 
and the  icon displays at the bottom-left corner of the screen.  Selecting A–B Clip-Copy again 
will set the ending point of the video to be clip copied and displays the Clip-Copy screen. 

 Clip-Copy:  Select Clip-Copy, and the Clip-Copy screen appears to allow clip copy setup. 
 
Camera Menu 
 

Selecting  (Camera Menu) in the Search menu displays the following Camera Menu. 
 

 

NOTE:  The video signal has a time difference of 1/60 second (1/50 second for PAL) between odd and even fields 
because it is composed of 60 interlaced fields per second (50 fields for PAL).  When recording video with Very 
High (D1) resolution, video is made up of frame units combining two fields – one odd field and one even field.  
This can cause horizontal scan lines or flashes in areas with motion because of the time difference between the 
two fields.  Turning on the de-interlace filter provides clearer video by eliminating these horizontal scan lines 
and flashes. 
 

NOTE:  The Camera Menu also can be displayed by clicking the right mouse button on the screen while in the 
search mode. 

 

 Zoom:  Selecting Zoom and choosing the camera number zooms the current playback image 
of the selected camera on the screen.  It is the same as pressing the ZOOM button on the front 
panel.  Selecting Zoom again exits the Zoom mode. 

 Enable De-Interlace:  Selecting Enable De-Interlace turns the de-interlace filters on. 
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Alarm Reset 
 

Selecting  (Alarm Reset) in the Search menu resets the DVR’s outputs including the internal buzzer during an alarm.  
It is the same as pressing any button on the front panel when the alarm is activated. 
 
Data Source 
 

Selecting  (Data Source) in the Search menu allows you to select the data source to be searched.  Selecting Record 
searches recorded data on primary storage installed in the DVR, and selecting Other searches recorded data on storage 
used for another DVR then installed in this DVR. 
 
Exit 
 

Selecting  (Exit) in the Search menu exits the search mode and enters the live monitoring mode. 
 

Event Log Search 
 

 
You can also narrow your event search by selecting the Option… button and setting up the new search condition. 
 

 

Highlight the box beside Check Time Overlap and press the  button.  It toggles between On and Off.  You will only 
be able to turn the Check Time Overlap on or off if a user-defined date and time is set to From and To.  If the DVR’s 
date and time have been reset, it is possible for the DVR to have more than one overlapping start and stop time.  When 
set to On, you will be asked to select one of the overlapping start and stop time.  When set to Off, the DVR will display 
search results from all start times to all stop times. 
 

Highlight the box beside Alarm-In and press the  button.  You can select the alarm inputs that you want to include 
in your search. 
 

Highlight the box beside Motion and press the  button.  You can select the cameras for which you want any reports 
of motion detection. 
 

 
 
Figure 49 ─ Event Log Search screen. 

The DVR maintains a log of each time the Alarm Input port 
is activated.  The Event Log Search screen displays this list.  
Use the arrow buttons to highlight the event for which you 
would like to see video. 
 

Pressing the  (Play/Pause) button will extract the event 
video and display the first image of the event.  Pressing the  
button will start playing the “event” video segment.  Pressing 
PLAYBACK button returns to live monitoring. 
 

NOTE:  It is possible that no recorded image displays on 
the current screen.  Change the screen mode to 2x2, and 
you will be able to easily see the cameras that have recorded 
video during target time. 

 

You can search video from the first to last recorded images, or 
you can set the start and stop times and dates. 
 

Highlight the box beside From and press the  button to toggle 
between On and Off.  When set to Off, you can enter a specific 
Date and Time.  When set to On, the search will be from the 
first recorded image.  
 

Highlight the box beside To and press the  button to toggle 
between On and Off.  When set to Off, you can enter a specific 
Date and Time.  When set to On, the search will be from the 
last recorded image. 
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Highlight the box beside Video Loss and press the  button.  You can select the cameras for which you want any reports 
of lost video. 
 

Highlight the box beside Record Channels and press the  button.  You can select the cameras that you want to search 
for any reports of event recorded data.  The DVR will display the events (not the camera channels) that occurred and 
that also are recorded on the camera channel that you selected.  If you do not select a camera channel in this field, the 
DVR will search events that are not associated with cameras. 
 

You can also toggle On and Off self-diagnostic events as part of your search.  The choices are:  
 

 Check Recording 
 Check Alarm-In 
 Disk Almost Full 
 Disk Bad 
 Disk Temperature 
 Disk S.M.A.R.T. 
 Fan Error 

 

Once you set your desired search conditions, highlight Search and press the  button to display the search results in 
the Event Log Search screen.  Selecting Cancel exits the screen without saving the changes. 
 

Calendar Search 
 

 
If the DVR’s time and date have been reset to a time that is earlier than some recorded video, it is possible for the DVR 
to have more than one video stream in the same time range.  Move to Select a Segment, and select the video stream you 
want to search.  Refer to the Appendix – Time Overlap for further information on searching time-overlapped video streams. 
 

NOTE:  The lower number of the Segment indicates the latest recorded video. 
 

Once you have set the date and time you want to search, highlight Go and press the  button.  The selected date and 
time will display. 
 

NOTE:  It is possible that no recorded image displays on the current screen.  Change the screen mode to 2x2, 
and you will be able to easily see the cameras that have recorded video during target time. 
 

Clip-Copy 
 
Video clips can be copied on an USB flash drive.  The copied video clips can be viewed on computers running Microsoft 
Windows 98, ME, 2000, XP or Vista. 
 

Select Clip-Copy from the Export menu in the Search menu while in the Search mode, and the Clip-Copy screen appears 
to allow clip copy setup.  
 

Selecting A-B Clip-Copy from the Export menu in the Search menu during playback will set the starting point of the video 
to be clip copied, and the  icon displays at the bottom-left corner of the screen.  Selecting A-B Clip-Copy again from 
the Export menu in the Search menu will set the ending point of the video to be clip copied by displaying the Clip-Copy 
screen. 

 
 
Figure 50 ─ Calendar Search screen. 

Days with recorded video display on the calendar with white 
numbers.  You can highlight the days with recorded video by 
using the arrow buttons.  Once you have highlighted a day, 
press the  (Play/Pause) button to select it. 
 

A time bar displays at the bottom of the calendar.  Hours in 
which video was recorded will be highlighted with blue.  You 
can use the Up and Down arrow buttons to highlight the time 
bar.  Once the time bar is highlighted, you can select the time 
by using the Left and Right arrow buttons. 
 

NOTE:  The time bar is in one-hour segments.  If a segment 
is highlighted, it means that some video was recorded 
during that hour.  However, it does NOT mean video was 
recorded for the entire hour. 
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Highlight the box beside Dest. and press the  button.  You can select the storage device on which you would like to 
record the video clip. 
 

The DVR automatically assigns a file name to the video clip.  However, you can give the video clip file a different name.  
Highlight the box beside File Name and press the  button.  A virtual keyboard appears.  Enter a file name for the 
video you are backing up and select Close.  The DVR will automatically add the camera number (for example “01”) 
and “.exe” to the file name. 
 

NOTE:  When naming a file, you cannot use the following characters: \, /, :, *, ?, “, <, >, |. 
 

Once you have given the video clip a file name, highlight the Start button and press the  button.  The confirmation 
screen displaying data size will appear.  When the storage device does not have enough space, the DVR will ask if you 
want to copy as much of the video clip as possible in the available space. 
 

Highlight the Continue button and press the  button to continue clip copy. 
 

Once the clip copy starts, you can cancel it by selecting Cancel or hide the screen by selecting Close.  When selecting 
Close, Clip Copy continues and a confirmation screen will display when complete. 
 

NOTE:  The file size for clip copy is limited to 30GB.  When copying video clips larger than 2GB, the video clips 
will be save in units of 2GB.  For example, 3 individual 2GB files will be created when saving a 6GB video clip.  
However, the file size for the One-Touch Clip Copy is limited to 2GB. 
 

You can use other functions on the DVR while video is being backed up.  To do this, highlight the Close button and 
press the  button.  You can return to the Clip-Copy screen at any time to check the progress.  
 

You do not need to install any special software on your personal computer to review the video clips.  Refer to the RAS 
manual for instructions on how to review video clips you have copied. 
 

NOTE:  During Clip Copy, you cannot shut the system down, clear data on the storage device, or format the 
storage device. 

 
Figure 51 ─ Clip-Copy screen. 

You can search video from the first to last recorded images, or you can 
set the start and stop times and dates. 
 

Highlight the box beside From and press the  (Play/Pause) button to 
set a specific Date and Time. 
 

Highlight the box beside To and press the  button to set a specific Date 
and Time. 
 

Highlight the box beside Channels and press the  button.  You can 
select the cameras that you would like to include in your video clip. 
 

Highlight the box beside Password and press the  button.  A virtual 
keyboard appears allowing you to enter the password for reviewing the 
video clips. 
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Appendix 
 
 

Time Overlap 
 
If the DVR’s time and date have been reset to a time that is earlier than the existing recorded video, it is possible for 
the DVR to have more than one video stream in the same time range.  In this case, you can search overlapping video 
streams individually by selecting a specific segment.  For example, when the DVR has recorded video from one to five 
o’clock and the user changes the time backward from five to three o’clock and then continues recording until six o’clock, 
there will be two video streams and segments from three to five o’clock. 
 

 
 
You can search overlapping video streams by selecting a specific time or time range.  If you want to search recorded 
video at four o’clock during the overlapping time range using a search menu such as Go to the Date/Time, select the 
segment you want to search. 
 

 
 
If you want to search recorded video from four to five o’clock during the overlapping time range using a search menu 
such as Event Log Search or Calendar Search, it is possible for the DVR to have two overlapping start and stop 
times.  You will be asked to select one of the overlapping start and stop times from the search time ranges as follows: 
 

 From four o’clock of the first segment to five o’clock of the first segment 
 From four o’clock of the first segment to five o’clock of the second segment 
 From four o’clock of the second segment to five o’clock of the second segment 
 

 
 
 

WebGuard 
 
WebGuard allows you to access a remote DVR, monitor live video images and search recorded video using Internet 
Explorer web browser anytime from virtually anywhere. 
 
Computer system requirements for using the WebGuard program are: 
 

 Operating System: Microsoft® Windows® 2000, Microsoft® Windows® XP or Microsoft® Windows® Vista 
 CPU: Intel Pentium III (Celeron) 600MHz or faster 
 RAM: 128MB or higher 
 VGA: 8MB or higher (1024x768, 24bpp or higher) 
 Internet Explorer: Version 6.0 or later 
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Start Internet Explorer on your local PC.  You can run the WebGuard program by entering the following information 
in the address field. 
 

– “http://IP address:port number” (The DVR IP address and the WebGuard port number (default: 12088) set in the 
Network setup screen (WebGuard tab)) 

– Or, “http://DVRNS server address/DVR name” (The DVRNS server address and the DVR name registered on the 
DVRNS server) 

– Or, “http://www.dvronline.net” (Entering the DVR IP address or the DVR name will be required when logging in) 
 
NOTE: You will need to get the appropriate IP address for the DVR you want to connect to and the WebGuard 
port number from your network administrator. 
 

NOTE:  WebGuard only works with Microsoft Internet Explorer and will NOT work with other browsers. 
 

 
NOTE:  Do NOT close the LOGIN window during the WebGuard operation, otherwise, it will cause a script error 
when switching between Web monitoring and Web search modes and running the WebGuard program again will 
be required. 
 

NOTE:  When running the updated WebGuard for the first time, Internet Explorer might occasionally load the 
information of the previous version.  In this case, delete the temporary internet files by selecting Tools  Internet 
Options  General tab, and then run WebGuard again. 
 

NOTE:  There might be a problem that the bottom of WebGuard page is cropped due to the address or status 
bars in Microsoft Internet Explorer 7.0.  In this situation, it is recommended that websites open windows without 
address or status bars by changing the internet setting. (Go to the Tools  Internet Options  Security tab  
Click the Custom level… button  Select Enable for the Allow websites to open windows without address or 
status bars option) 
 

NOTE:  When running WebGuard in the Microsoft Windows Vista operating system, it is recommended to start 
Internet Explorer with elevated administrator permissions.  Click the right mouse button on the Internet Explorer 
icon and select the Run as administrator option from the context menu.  Otherwise, some functions of WebGuard 
might be limited. 
 

NOTE:  There might be a problem with screen display or screen update due to low image transmission speed 
when using the Microsoft Windows Vista operating system.  In this situation, it is recommended you disable the 
Auto Tuning capability of your computer. 
 

Run the Command Prompt with elevated administrator permissions (Go to the Start Menu  Accessories  
Command Prompt  Click the right mouse button and select the Run as administrator option).  Then enter 
“netsh int tcp set global autotuninglevel=disable” and hit the enter key.  Restart your computer to apply the 
changes. 

 

If you want to enable the Auto Tuning capability again, enter “netsh int tcp set global autotuninglevel=normal” 
after running the Command Prompt with elevated administrator permissions.  Restart your computer to apply 
the changes. 
 

Web Monitoring Mode 
 
WebWatch is a remote web monitoring program that allows you to monitor live video transmitted in real-time from 
the remote DVR. 

 

Select between the WEBWATCH (Web monitoring) and WEBSEARCH 
(Web search) modes.  Entering ID and PASSWORD and clicking the 
[LOGIN] button logs in using the selected mode. 
 

You will need to enter the DVR IP address in the DVR ADDRESS field 
when running the WebGuard program by entering http://www.dvronline.net.  
Selecting the Use DVRNS option allows you to enter the DVR name 
registered on the DVRNS server instead of the IP address.  You must enter 
the DVRNS server address and port number in the SETUP setting when 
selecting the Use DVRNS option. 
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① Click the  to log out the WebGuard program. 
 

② Click the  to access to the web search mode. 
 

③ Position the mouse pointer on the WebWatch logo to see the version of the WebGuard program. 
 

④ The DVR information window displays the login information of WebGuard. 
 

⑤ Click the screen format to select the desired display mode.  When changing the screen format, the selected camera 
on the current screen will be located in the first cell of the new layout. 

 

⑥ Click the camera button to select the camera to be viewed. 
 

⑦ Click the  to adjust the brightness, contrast, saturation and hue of monitoring image. 
 

⑧ Click the  to control pan, tilt and zoom of the camera from a remote site. 
 

⑨ Click the  to control alarm out devices at the remote site. 
 

     
 

⑩ Click the  to save the current image as a bitmap or JPEG file format. 
 

⑪ Click the  to set up the image drawing mode and OSD display.  You can adjust the display speed by changing the 
image drawing mode, and select OSD information to be displayed on the screen. 

 

⑫ The event status window at the bottom displays a list of events that were detected from the remote site. 
 

⑬ Selecting a camera on the screen and clicking the right mouse button displays the text menu screen. 
 

 

 Change Camera Title: Changes the camera name.  
 Aspect Ratio: Changes the image aspect ratio. 
 Deinterlacing: Using a deinterlace filter for interlaced video enhances image display quality 

by eliminating horizontal scan lines and noise in areas with motion. 
 Anti-Aliasing Screen: Enhances image display quality by eliminating stair stepping (aliasing) 

effects in the enlarged image. 
 

NOTE:  A camera name change in the Web Watch mode does not affect the camera name set up on the remote 
site.  Leaving the Camera Title blank causes the camera name set up on the remote site to display. 
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Web Search Mode 
 
WebSearch is a remote web search program that allows you to search recorded video on the remote DVR. 
 

NOTE:  The remote site connection in the Web Search mode will automatically be disconnected if there is no 
activity for 30 minutes. 
 

 
 
① Click the  to log out the WebGuard program. 
 

② Click the  to access to the web monitoring mode. 
 

③ Position the mouse pointer on the WebSearch logo to see the version of the WebGuard program. 
 

④ The DVR information window displays the time information of recorded data on the remote DVR and login 
information of WebGuard. 

 

⑤ Click the  to blur, sharpen, equalize and interpolate playback images.  Click the  to zoom 
out or zoom in the recorded image.  Click the  to adjust the brightness of the recorded images. 

 

NOTE:  Image processing works only in the pause mode. 
 

⑥ The playback function buttons include fast backward, pause, play, fast forward, go to the first image, 
go to the previous image, go to the next image, and got to the last image. 

 

⑦ Click the screen format to select the desired display mode. 
 

⑧ Click the  to enter the time-lapse search mode which allows you to search for recorded data by 
time and then play back images found within the time parameters.  The Timetable window located 
at the bottom displays the time information for the image of the date selected on the calendar.  If 
more than one video stream in the same time range, you can select the video stream you want to 
search.  Clicking a specific time displays the image recorded at that time on the screen.  Selecting 
the  allows you to display an image from a specific time. 

 

⑨ Click the  to enter the event search mode which allows you to search for event log entries using specific conditions 
and play back the images associated with those event entries. 

 

⑩ Click the  to save any video clip of recorded data as an executable file, or click the  to save the current image 
in a bitmap or JPEG file format.  Click the  to print the current image on a printer connected to your computer. 

 

⑪ Click the  to set up the image drawing mode and OSD display.  You can change the display speed by adjusting 
the image drawing mode, and select OSD information to display on the screen. 

 

⑫ Click the  to reload the recording data. 
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⑬ The timetable displays recorded data of the selected camera by time (in hour segments). 
 

⑭ Selecting a camera on the screen and clicking the right mouse button displays the text menu screen. 
 

 

 Change Camera Title: Changes the camera name. 
 Aspect Ratio: Changes the image aspect ratio. 
 Deinterlacing: Using a deinterlace filter for interlaced video enhances image display quality 

by eliminating horizontal scan lines and noise in areas with motion. 
 Anti-Aliasing Screen: Enhances image display quality by eliminating stair stepping (aliasing) 

effects in the enlarged image. 
 

NOTE:  A camera name change in the Web Search mode does not affect the camera name set up on the remote 
site.  Leaving the Camera Title blank causes the camera name set up on the remote site to display. 
 
 

Connector Pin Outs 
 

I/O Connector Pin Outs 
 
Outputs 
 

 
 

Inputs 

AI (1 to 4) Alarm Inputs 1 to 4 

G Chassis Ground (2 connectors) 

ARI Alarm Reset In 

NC Relay Alarm Outputs (Normally Closed) 

C Relay Common 

NO Relay Alarm Outputs (Normally Open) 
 

 

RS485 Connector Pin Outs 
 

 

Master Unit Slave Unit 

–        →   To   →       TX– 

+        →   To   →       TX+ 

–        →   To   →       RX– 

+        →   To   →       RX+ 
 

 
 

Troubleshooting 
 

Problem Possible Solution 

No Power 
 Check power cord connections. 
 Confirm that there is power at the outlet. 

No Live Video 

 Check camera video cable and connections. 
 Check monitor video cable and connections. 
 Confirm that the camera has power. 
 Check camera lens settings. 

DVR has stopped recording 
If hard disk drive is full, you will either need to delete video or set the DVR to 
the Overwrite Mode. 

The icon  displays, however, 
the DVR is not recording. 

When the DVR is in the Pre-Event recording mode, the yellow  and  display 
when there is no event, and the DVR is not recording.  The red  and  display 
when any event occurs and the DVR starts recording. 
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System Log Notices 
 

Boot Up Setup End Format Disk 

Shutdown Remote Setup Change Disk Full 

Restart Remote Setup Fail Auto Deletion 

Upgrade Setup Imported Search Begin 

Upgrade Fail Setup Import Failure Search End 

Time Change Setup Exported Clip-Copy Begin 

Time Zone Change Setup Export Failure Clip-Copy End 

Disk Bad Setup Export Cancel Clip-Copy Cancel 

Login Schedule On Clip-Copy Fail 

Logout Schedule Off Callback Fail 

Setup Begin Clear All Data  
 
 

Error Code Notices 
 

System Upgrade Related Clip Copy Related 

No. Description No. Description 
0 Unknown error. 0 Unknown error. 

1 File version error. 1 Device error. 

2 Operating system version error. 2 Mounting failed. 

3 Software version error. 3 No media. 

4 Kernel version error. 4 Invalid media. 

100 Upgrade device mounting failed. 5 File already existed. 

101 Package is not found. 6 Not enough space. 

102 Extracting package failed. 7 Creating temporary file failed. 

103 LILO failed. 8 Opening disk failed. 

104 Rebooting failed. 9 Formatting disk failed. 

105 Invalid package. 10 Database has been changed. 

300 Remote connection failed. 11 Appending failed. 

301 Remote network error. 12 Bad sector. 

302 Remote upgrade is not authorized. 13 No executable file. 

303 Saving remote package failed. 14 Opening executable file failed. 

304 Remote upgrade is cancelled by the user. 15 Writing executable file failed. 

401 Reading upgrade package on the USB device failed. 16 Creating image failed. 

402 Copying upgrade package on the USB device failed. 17 Burning failed. 

500 System is busy clip copying. 18 Burning is out of time. 
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Map of Screens 
 

 
 
 

Specifications 
 

VIDEO 
Signal Format NTSC or PAL (Auto Detect) 
Video Input Composite: 4 looping inputs, 1 Vp-p, auto-terminating, 75 Ohms 

Monitor Outputs 
Composite: 1 BNC, 1 Vp-p, 75 Ohms 
VGA: 1 (Auto Detect) 

Video Resolution 
Composite: 720x480 (NTSC), 720x576 (PAL) 
VGA: 720x480@60Hz (NTSC), 720x576@75Hz (PAL) 

Playback/Record Speed 
(images per second) 

120/120ips (NTSC), 100/100ips (PAL) (Full Duplex) 
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INPUTS/OUTPUTS 
Alarm Input 4 TTL, programmable as NC or NO, 4.3V threshold 

Alarm Output 
1 relay output, terminal blocks, programmable as NC or NO, 2A@125VAC, 
1A@30VDC 

Alarm Reset Input 1 TTL, terminal block 
Internal Buzzer 80dB at 10cm 
Network Connectivity 10/100 Mbps Ethernet (RJ-45) 

 
CONNECTORS 

Video Input Composite: 4 BNC  
Video Loop Composite: 4 BNC (Auto Terminating) 

Monitor Output 
Composite: 1 BNC 
VGA: 1 VGA 

Alarm Input/Output Terminal blocks 
Ethernet Port RJ-45 
RS485 Serial Port Two-connector terminal block 
USB Port 1 (USB 2.0) on the front panel 
Mouse Port 1 (USB) on the rear panel 
IR Port 1 Remote Control 

 
STORAGE 

Primary Storage SATA hard disk drive 
Secondary Storage USB flash drive 

 
GENERAL 

Dimensions (W x H x D) 13.4" x 1.8" x 12.2" (340mm x 46.5mm x 310mm) 
Unit Weight 6.6 lbs. (3.0kg) 
Shipping Weight 9.9 lbs. (4.5kg) 
Shipping Dimensions 
(W x H x D) 

17.3" x 5.6" x 16.1" (440mm x 143mm x 410mm) 

Operating Temperature 41°F to 104°F (5°C to 40°C) 
Operating Humidity 0% to 90% 
Power 100–240 V~, 50/60Hz, 0.8–0.4 A 
Power Consumption Max. 25W 
Approvals FCC, UL*, CE 

 

* CAUTION:  Risk of Explosion if Battery is replaced by an Incorrect Type.  Dispose of Used Batteries According to the Instructions.  This equipment 
is indoor use and all the communication wiring are limited to inside of the building. 

 
Specifications are subject to change without notice.


