
8” LCD / LED Professional Monitor

KEY FEATURES AND BENEFITS

•	 Professional 8” LCD/TFT panel

•	 800 x 600 resolution

•	 Utilizes LED backlighting for brighter, more evenly lighted 	 	
	 screen and longer life compared to fluorescent backlights

•	 VGA Input

•	 Looping composite video inputs

•	 Front panel controls for OSD menu

•	 4:3 aspect ratio

•	 500:1 Contrast Ratio

•	 Desktop Stand Included

•	 Power supply included

•	 Optional Dual Rack Mount Available

ORDERING INFORMATION
SCN#          	 Item
MLE800       	 8” LCD/LED monitor, 800x600, 1/1-BNC, 1 VGA, metal case, desktop stand
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8” LCD / LED Professional Monitor

Product Specifications

DimensionsPanel	
Blacklight	 LED
Aspect Ratio	 4:3
Viewing Angle (CR 10)	 140º / 130º
Pixel Pitch	 0.2025 x 0.2025mm
Contrast Ratio	 500:1
Response Time	 20ms
Brightness	 270cd/m2
Resolution	 800 x 600

Input/Output
Analog (VGA)	 15pin D-Sub
BNC In/Out	 1/1 
Controls	 Power, Up/Down, Left/Right,
	 Source, OSD Menu
	
Environment	
Dimensions, w/ stand (W x H x D)	 8.1 x 8.4 x 3.7 in (207 x 213.9 x 95 mm)
Dimension, w/o stand (W x H x D)	 8.1 x 7.0 x 2.2 in (207 x 179 x 56.6 mm)
Weight, w/ stand	 4.3lbs (1.9kg) 
Weight, w/o stand	 3.2lbs (1.5kg)
Temperature
Operating 	 32º ~ 104ºF (0º ~ 40ºC)
Storage 	 -4º ~ 140ºF (-20º ~ 60ºC) 
Humidity 	 RH 80%

Power	
Power	 <15W
Voltage	 12VDC / 3.33A, power supply included

Mount Specifications	
Vesa Wall Mount Holes	 75mm x 75mm
Dual Rack Mountable	 Yes

Specifications subject to change without notice.

Optional Accessories
MRK800	 Dual Rack Mount w/ tilt MRK800

MLE800
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